
WLS-PD30LU-24

DESCRIPTION

12V Plug-In Driver 12W Non Dimmable Applications

Input 120V - 240V AC Power

Input

WIRING CAPACITY Output Voltage

Connect to maximum of Output Amps

5 pucks model AD-107T Dimmability

Approved Location

Power Factor

Connect to maximum of Ambient Temperature

10 pucks model AD-108 Warranty

Certification

DIMENSIONS: ORDERING GUIDE

ACCESSORIES    Sold Separately

     6-Port Hub COMPLIANCE

model # AD-107THB1

250 H Street # 301, Blaine WA 98230  tel 360-200-5500

Hainesport NJ & Ferndale WA

1 A

Damp Locations

> 0.5

-40°F (-40°C) to +104°F (+40°C)

3" x 1 1/2" x 1 1/2" WLS-PD30LU-24

Lotus LED Lights USA www.LotusLEDLights.com 

mailing addresses

12V Plug-In Driver 12W Not Dimmable 

Qty:

Project:

Location:

LED Puck Lights

Notes:

SPECIFICATION

12 W

120V - 240V AC

12 V DC

Not Dimmable

warehouses

Lotus LED Lights CANADA

1080 Cliveden Ave # 6, Delta BC V3M 6G6 tel 604-538-3090

Delta BC & Mississauga ON

3 Year

cETLus file # 5010811
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